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NUMAN ATHLETICS™ 

VIDEO GAME CONVERSION KIT 


1. SPECIFICATIONS 


GAME NAME: 


NUMAN ATHLETICS™ 


APPLICATIONS: 


2-player upright 
4-player upright 


CONTROL PANEL TYPES REQUIRED: 
For 2-player applications 
For 4-player applications 


2-player Interactive 

4-player Interactive, (EG HS9, Data East, 
KONAMI, or DYNAMO Extended 
Control Panel ) 


CONTROLS SUPPLIED WITH KIT: 
Push buttons 


16 


EDGE CONNECTOR REQUIRED: 


POWER SUPPLY REQUIRED: 


JAMMA Standard 

(56 pin edge connector, 3.96mm pitch) 
(48 pin edge connector, 2.54mm pitch) 

+ 5 Volts DC, 2.5 Amps 
+12 Volts DC. 2.5 Amps 


Note: Specifications may change without prior notice. Modification and/or alteration 
of the NUMAN ATHLETICS™ game with kits or pans not supplied by NAMCO may 
void the warranty. 

Use only a JAMMA STANDARD HARNESS, as any modification, such as filing the 
edges of the Printed Circuit Board, may cause operational problems and also void the 
warranty. 
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2. GAME CONVERSION OVERVIEW 

The NAMCO NUM AN ATHLETICS™ kit allows conversion of several video games 
to 2-player or 4-player applications. Conversion consists of a few simple steps in- 
volving changing the Game PC Board, installing controls and harnesses, and applying 
graphics. 

This manual describes the steps required to convert existing games, and then describes 
the adjustments, tests, and various settings associated with your “new” NUMAN 
ATHLETICS™ game. 

Before beginning the conversion, you should familiarize yourself with Illustrations 
5~1» 5—2, and 5—3 in Section 5, Installation. The Edge Connector designations on 
pages 10, and 1 1 should also be reviewed. 


3. PRECAUTIONS 

3-1 Installation Precautions 

This game is designed for INDOOR USE ONLY. It MUST NOT be installed 

outdoors or under the following conditions: 

a. In areas directly exposed to sunlight, high humidity, direct water contact, dust, 
high heat or extreme cold. 

b. In locations that would present an obstacle in case of emergency, i.e. near fire 
equipment or emergency exits. 

c. On an unstable surface or subject to floor or other vibration. 

3-2 Handling Precautions 

a. AC Power MUST always be turned OFF, and the game unplugged, before 
replacing any parts. 

b. When unplugging the game from an electrical outlet, always grasp the plug, 
not the cord. 

c. The cabinet MUST be grounded with a securely connected ground line. 

d. The monitor includes areas of high-voltage. Care should be taken at all times 
to avoid electrical shock whenever inspecting or adjusting the game. 

e. DO NOT attempt to repair the Printed Circuit Board (PCB) on site. It contains 
sensitive integrated circuit chips that could easily be damaged by even the 
small internal voltage of a multi-meter. Always return the PCB to your dis- 
tributor for any repairs. 

f. Always return the levelers to the extreme “up” position before moving the 
game. 




4. INSPECTION 

The NUMAN ATHLETICS™ Kit carton should be carefully inspected upon receipt 
to insure that the kit is complete and was delivered in good condition. A complete 
kit contains the following: 

1. NAMCO Game Printed Circuit Board. 

2. NAMCO Game Wiring Harness (56 pin JAMMA and 48 pin connectors for 4- 
player games). 

3. New Game Controls: 



4. 

5. 

6 . 

7. 

8 . 


a. Stan Pushbuttons 

b. Control Pushbuttons 

c. Control Pushbuttons 

d. Control ID Tags 
FCC required Ferrite Core 
New Monitor Bezel 

New Control Panel decal overlay 
New Marquee overlay 
Game Instruction decal 


(White) 

(Red) 

(Blue) 


4 

8 

4 
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5. INSTALLATION 

A convened NUMAN ATHLETICS™ 4-player Extended Control Panel is illustrated 
below. Note the placement of the buttons. 


WHITE 


CONCEAL COWTTKX LEVER XX E M 



WHITE 


RED 


BLUE 


RED 


Illustration 5-1. SUGGESTED FOUR-PLAYER CONTROL PANEL LAYOUT 
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5-1 Electronics 

WARNING: DISCONNECT THE POWER PLUG BEFORE 
STARTING INSTALLATION! 

Open the service door of the cabinet to be convened and locate the existing 
game Primed Circuit Board which will be replaced by the NUMAN 
ATHLETICS™ PCB (illustrated below). 


SPEAKER POTENTIOMETER 
'SOM'*' vo*urr« •Oju*tm»nl) 


JUMPER (JP3) 

(Star ao-Mon aural samng) 


HEADPHONE POTENTIOMETER 
Haoaofiona volume aflj ) 


HEAT SINK 


56 PN 
EDGE CONNECTOR 
(JAMMA) 


NOTE COMPONENTS 
NOT TO SCALE FOR EASE 
OF IDENTIFICATION 



48 PW 

EXTENDED EDGE 
CONNECTOR 


DIP SWITCH 
(Sot switcn No 1 B "ON" 
to enter Test Mooe 
Normally oon are 'OFF" 


Illustration 5-2. NAM CO GAME PCB LAYOUT 

5-1-1 Installing NAMCO PC Board 

Follow these steps to remove the existing PCB and install the 
NAMCO PCB. 

a. Carefully disconnect the edge connector from the existing PC Board. 

b. Remove the original game PCB from the cabinet. 

c. Remove the main harness. 

d. Place the NAMCO PCB in the same location as the removed PCB, and 
secure it using the mounung feet and hardware supplied with the kit. 

5-1-2 Connecting Wiring Harness 

a. Connect a JAMMA (56 pin) harness edge connector to the NAMCO 
PCB. referring to Illustration 7-1, JAMMA Edge Harness Connection. 

b. Next, connect the Extended (48 pin) Edge Connector to the NAMCO 
PCB. referring to Illustration 7-2, Extended Edge Connection. 

5-1-3 Connecting Speakers 

a. The speaker output of the 56 pin (JAMMA) edge connector on the 
PCB is for the left (L) speaker. For monaural cabinets this is all that is 
required. 


b. If cabinet is equipped with stereo speakers, also connect the right (R) 
speaker to the right (R) speaker output of the 48-pin edge connector on 
the PCB, and set the JP3 jumper on the PCB to ST (STEREO) as shown 
below. 


JP3 



JUMPER 
(Setting Component) 


MO ST 

Illustration 5-3, STEREO/MONAURAL JUMPER 


5-1-4 Installing Ferrite Core 

a. Carefully secure the FCC required Ferrite core and housing around the 
branch of the JAMMA harness as close to the NAMCO PCB as possible. 


5-2 Player Controls 

5-2-1 Two- Player Applications 

NOTE: The NAMCO Game PC Board factory settings are for a 4- 
player game. For a 2-playcr game, refer to Illustration 6-4 for settings. 

a. If the existing game being convened has control panel cutouts that can 
accommodate two sets of controls (one start button, and three 
pushbuttons for each player), the NAMCO controls can be installed in 
those openings. 

b. If holes don't exist, they must be cut and drilled using a 2-player control 
panel as a template for positioning and cutting out for controls. 

c. Apply the control panel decal overlay from the kit, and cut it out to 
match the control panel holes. 

d. Install a start button and the three buttons per player. 

e. Connect the controls to the PCB JAMMA connector per the table shown 
in Illustration 7-1 

5-2-2 Four-Player Applications 

a. To convert to a 4-player NUMAN ATHLETICS™ game requires an 
extended control panel. 

b. Install the start buttons, and pushbuttons for all four players per the 
suggested layout shown in Illustration 5-1. Be sure to conceal any 
unused control holes. 

c. Consult the 48 pin Extended Edge Connector table shown in Illustration 
7-2 for connecting the controls for players 3 and 4. 



5-3 Graphics 

NOTE: The pressure sensitive decals have a protective covering on their backs 
that must be peeled away before applying. Care should be taken regarding 
their positioning as they stick very tight, and once placed they are difficult to 
remove. 


5-3-1 Marquee Panel 

a. Remove the existing marquee panel. 

b. Cut a new piece of clear acrylic to match the old marquee panel. 

c. Trim the excess decal from the edges of the aciylic, and install the new 
marquee. 

5-3-2 Screen Bezel 

a. Remove the glass panel protecting the monitor, and remove the exist- 
ing monitor bezel. 

b. The new screen bezel is preprinted on the back with guidelines for 
cutting out an opening based on most commonly used game screens. 
Cut out an opening using the guidelines for the monitor in the game 
being converted. 

c. Apply game instruction decal to bezel. 

d. Place the cutout screen bezel over the monitor face and replace the 
protective glass removed in step a. 


5-3-3 Control Panel Overlay 

a. Remove all controls, bolts, old overlays, and objects that may obstruct 
the installation of the new control panel overlay. 

b. Remove the protective backing from the NAMCO NUMAN ATH- 
LETICS™ control panel overlay, and carefully place it into position. 

c. Trim the excess overlay from the edges of the control panel. 
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6. TEST MODE 


6-1 Power on 

When installation is complete, connect the power cord to an AC outlet and turn 
the power on. 

6-2 Test Mode - DIP switch 

The DIP switch is located on the main PC Board. (See DIP switch on PCB 
Illustration 5-2). Turn DIP switch “1” on the NAMCO game PCB to the 
“ON” position to put the game into the test mode. The following Test Menu 
Screen will be displayed. 
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The screen display can be turned upside 
down by pushing the IP button 1 switch 

Switch Test Screen 

Sound Test Screen 

Coin Option Screen (game fee setting) 

Game Option Screen (game difficulty setting) 
Not used 

Object test screen 

Scroll test screen 

Game accounting data display 

Color test screen (for monitor adjustment) 

Cross hatch pattern (for monitor adjustment) 


Illustration 6-1, TEST MENU SCREEN 



6 - 2-1 


Selecting Test Screens 

a) Use the Player 1 left and right buttons (A & C) to select the desired 
test. 

b) Press the Player 1 center button (B) to enter the selected test. 

c) To exit the specific test screen, press the Player 1 center (B) button. 


Once testing has been completed, turn the option switch “1" to the 
“OFF ” position. The Game Play Screen will always reappear from 
whatever test screen is being displayed at the moment. 

Note: Both DIP switches should normally be in the “OFF’ position. 
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6-2-2 Coin Option Screen 

a) To select the option that you wish to change - Use the Player I 
left and right buttons (A & C) to move up and down. 

b) To change the content of the selected option according to the 
Game Option Settings table - use the Player 1 center (B) button. 




COIN OPTIONS 
(Defaults in GREEN) 

GAME COST: 


1 Coin. 1 Credit 

DISCOUNT TO CONTiNi ip 


No 

COIN 1 MECH. VAI HP 


1 Coin Counts as 1 Coin 

COIN 2 MECH VAI 1 IP- 


1 Coin Counts as 1 Coin 

COIN 3 MECH VAI l IP* 


1 Coin Counts as 1 Coin 

COIN 4 MECH. VALUE: 


1 Coin Counts as 1 Coin 

BONUS FOR Ot IANT|TY R| IY IN' 


None 

FREE PLAY: 


No 



(D 

( 2 ) 

( 3 ) 

( 4 ) 

( 5 ) 

( 6 ) 

( 7 ) 

( 8 ) 


Illustration 6-2, COIN OPTION SCREEN 


6-2-3 Game Opdon Screen 

a) To select the option that you wish to change - Use the Player 1 
left and right buttons (A & C) to move up and down. 

b) To change the content of the selected option according to the 
Game Option Settings table - use the Player 1 center (B) button. 


GAME OPTIONS 
(Defaults in GREEN) 

niPPir.t ii tv i pvpi 

/Q\ 

Medium 

MUSIC IN ATTBACT 

(9) 

/ 1 Rt 

Yes 

niRPi AV POI CCOCCM. 

/111 

uigruu “Di oUnccn, 

No 

(11) 

Common 
cniM ctm nrrco 

(12) 

Type A 

CABINET TYPE: 

(13) 

(14) 


4 Player 


Illustration 6-3, GAME OPTION SCREEN 


TABLE OF GAME OPTION SETTINGS (◄ standard setting) 



ITEM 

CONTENT 

(1) 

Game Fees 

Number of coins required for one game (one credit) 

1-9 (original setting is 2* ) 

(2) 

Discount 

50% discount when continuing a play 

No * Yes 

(3) 

Coin 1 Mech. 

Count per coin 

1-9 (original setting is 1 * ) 

(4)(5)(6) Coin 2 thru 4 Mach. 

Count per coin 

1-9 (original setting is 1 * ) 

(7) 

Bonus Coin 

One additional coin per the specified 
number of coins 

None-* 

2 Coins Give 1 Credit 

9 Coins Give 3 Credits 

(8) 

Free Play 

No Yes 

(9) 

Game Difficulty 

Easy Medium* Hard Very Hard 

(10) 

Attract Sound 

Yes-e No 

(11) 

FBI Display 

No (Not displayed) ◄ Yes (Displayed) 

(12) 

Credit Mode 

Common (Credit is common to 1 P, 2P, 3P. and 4P)^ 

Each One (Credit is paid for individually by 1 P, 2P, 3P. and 4P) 

1 P & 2P Common, 3P & 4P Common 

(credit is common to 1 P & 2P [for Coin 1 Mech], and 3P & 4P [for Coin 2 Mech]) 

(13) 

Coin Counter ' 

Type A (1 coin counter for all four slots)-* 

Type B (1 coin counter for each slot) 

Type C (1 coin counter for each two slots) 

(14) 

Cabinet Type 

4 Players (standard)-* 2 Players 

J 


Illustration 6-4. TABLE OF GAME OPTION SETTINGS 


Once the option change(s) has been completed, return the DIP switch “1” on the PCB to 
the “OFF’ position, and the monitor will return to the Game Screen. 
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7. PC BOARD CONNECTIONS 

7-1 JAMMA Edge Connector (56 Pin) 


JAMMA EDGE CONNECTOR (S6P. 3.96 mm pitch) 


SOLDER SIDE 


PARTS SIDE 

!■ 1 1 — 

Ki 

i 

GND 

GND 

O 

2 

GND 

+5V 

c 

3 

♦5V 

+5V 

Ol 

D 

+5V 


mm\ 

5 


*12V 

■ai 

6 

+12V 

HTRESliinS* 

H 

7 

Insertion error 
preventing key 


n 

8 



E9 

9 

Coin lockout 1 


n 

K3 

Speaker (-) 

Audio (GND) 

d 

11 

Audio (GND) 


■71 

12 

**, J .*!1 :!=!»■ 


■a 

13 



■3 

14 



■3 

15 

Test switch 

Coin switch 2 

■a 

16 



U 

17 

■ II 1 11 


D 

18 



E3 

19 



S3 

E3 



Kl 

21 



IB 

22 


2P button 2 

nr 

23 

aiii ' i'! 

h i it 

ID 

24 


immmm 

ID 

25 



ID 

26 


GND 

ID 

27 

GND 

GND 

o 

28 

GND 


• DO NOT connect anything to the blank connectors. 

• Both the lockout solenoid and the coin counter 
operate on +12V. 

. The supply voltage is available within ±5%. For 
use in the best condition, get the supply voltage 
as close to the specified voltage as possible. 


(Recommended power capacity) 


+5V ± 5% 

2.0A or more 

♦12V ±5% 

2.0A or more 


Illustration 7-1, JAMMA EDGE CONNECTIONS 
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7-2 Extended Edge Connector (48 Pin) 


EXTENDED EDGE CONNECTOR (48P, 2.54 mm pitch) 


SOLDER SIDE 

TERMINAL 

NUMBER 

PARTS SIDE 

Speaker R (•) 

MB 

B1 

Speaker R (+) 

Headphone R 

MB 

B2 


4P start switch 

MB 

B3 



MB 

B4 


Insertion error 
preventing key 

A5 

B5 

Insertion error 
preventing key 


MB 

B6 



MB 

B7 


4P button 1 

MB 

Em 

4P button 2 

VCC 

MB 

Em 

GND 

VCC 

nn 

mm 

GND 


nn 

B11 



nn 

ran 



nn 

nn 

4P button 3 


A14 

B14 


Coin switch 3 

nn 

rrn 

■ 1 1—1 

Coin counter 3 

nn 

mm 

Coin counter 4 

VCC 

nn 

rm 

GND 

VCC 

nn 

mm 

GND 


nn 

mm 

esesehh 

3P button 1 

nn 

mm 


* 

nn 

rm 



nn 

mm 

3P Start switch 


nn 

mm 



EE3 

mm 



DO NOT connect anything to the blank connectors. 


Connection to stereo cabinet: 

(1) STEREO/MONO setting: 

Place the STEREO/MONO jumper (JP3) 
on the PC board in the STEREO position. 

(Caution) If the JP3 is set to -STEREO* on a cabinet 
with monophonic specifications as shown above, 
on the left channel sound comes from the speaker. 


JUMPER 

(Setting Component) 

(2) Connection to speakers 

The speaker output of the 56P Edge Connector (JAMMA) 
on the PC Board is the left (L) output. Connect the 
right (R) speaker to the right (R) speaker output of the 
48P Extended Edge Connector on the PC Board 

NOTE: Use a DDK 225-100242-2314 as a 48P Extended Edge Connector 



Illustration 7-2. EXTENDED EDGE CONNECTIONS 
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Warranty 


Seller warrants that its printed circuit boards and parts thereon are free from defects in 
material and workmanship under normal use and service for a period of ninety (90; days 
from the date of shipment. Seller warrants that its video displays (in games supplied with 
video displays) are free from defects in material and workmanship under normal use and 
service for a period of thirty (30) days from date of shipment. None of the Sellers other 
products or parts thereof are warranted. 

If the products described in this manual fail to conform to this warranty, Seller's sole liability 
shall be. at its option, to repair, replace, or credit Buyers account for such products which 
are returned to Seller during said warranty period, provided: 

(a) Seller is promptly notified in writing upon discovery by Buyer that said products are 
defective; 

(b) Such products are returned prepaid to Sellers plant: and 

(c) Sellers examination of said products discloses to Sellers satisfaction that such 
alleged defects existed and were not caused by accident, misuse, neglect, alteration, 
improper repair, installation, or improper testing. 

in no event shall Seller be liable for loss of profits, loss of use. incidental or consequential 
damages. 

Except for any express warranty set forth in a written contract between Seller and Buyer 
whicn contract supersedes the terms herein, this warranty is expressed in lieu off all other 
warranties exoressed or implied, including the implied warranties of merchantability and 
fitness for a particular purpose, and of all other obligations or liabilities on the Sellers part, 
and it neither assumes nor authorizes any other person to assume for the Seller any ether 
liabilities in connection with the sale of products by Seller. 

Namco-Amenca. Inc. distributors are independent, being privately owned and operated. In 
their judgement they may sell parts or accessories other than Namco-America. Inc. pans or 
accessories. Namco-America. Inc. cannot be responsible for the quality, suitability or safety 
of any non-Namco-America. Inc. part or any modification including labor which is performed 
by such distributor. 









NAMCO-AMERICA, INC. 

P. O. Box 641630 
San Jose, CA 95164-1630 

(408) 383-3900 

FAX: (408) 383-0128 


Reorder Number NA45-01 784-00 


